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                       Water Activated Fiber Reinforced Kraft Paper Tape

一、Product Introduction： 
    Chinese kraft paper (natural brown color)+fiberglass reinforced + water
Asia, Middle East, south or north America market.   

三、STORAGE CONDITION： 

It's recommended to store in clean and dry place. Damaged packaging shall be 
volatile solvent. The temperature of storage shall be 4 to 26 °C and the humidity shall be between 40% and 
50%.Rotate inventory recommended. 

四、Remark: 

The above properties and results obtained refer to the average values of laboratory testing carried out on the 

samples of TIFFANY product. TIFFANY does not guarantee testing accuracy and makes no guarantee of 

product performance, safety, or suitability, ei

Item  

Backing  Natural Brown

Filament  Backing  Cross

Thickness 125

Tensile  Strength 

Initial  Adhesion 

Adhesive Type Water-solubility, no poison, no smell, 

no corrosion

180˚ Peel Adhesion 

Elongation At Break 

Glue-spread 
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Water Activated Fiber Reinforced Kraft Paper Tape   

(natural brown color)+fiberglass reinforced + water-activated starch glue
market.    

It's recommended to store in clean and dry place. Damaged packaging shall be prevented. Not stored with 
volatile solvent. The temperature of storage shall be 4 to 26 °C and the humidity shall be between 40% and 

The above properties and results obtained refer to the average values of laboratory testing carried out on the 

does not guarantee testing accuracy and makes no guarantee of 

product performance, safety, or suitability, either expressed or implied.  

Value Unit  

Brown Color Kraft Paper  Model(TF

Cross-woven  

125-135 u 

183 N/25mm 

19  With little water

solubility, no poison, no smell,  

no corrosion 

 

37.4 N/72mm 

200 % 

40±2 g/㎡ 
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activated starch glue, suitable for 

prevented. Not stored with 
volatile solvent. The temperature of storage shall be 4 to 26 °C and the humidity shall be between 40% and 

The above properties and results obtained refer to the average values of laboratory testing carried out on the 

does not guarantee testing accuracy and makes no guarantee of 

Remark 

Model(TF-NF02) 

 

 

 

With little water 

 

Until Broken 

 

 


